
DP25 PowerMate

480/600V to 240/120V 10 kVA Step-Down, Power Distribution Panel
For jobsite electrical-power distribution. NEMA 3 spec enclosure 
provides environmental protection for outside use
 
Specifications
•	 Primary Voltage: 600/480V
•	 Secondary Voltage: 120/240V
•	 1 Phase, 60 Hz

Features
•	 CSA / NRTL / C Approved
•	 Stainless Steel Construction
•	 1 x 20A 480/600V Breaker
•	 6 x 15A 120V GFI Breakers
•	 6 x 15A 120V Duplex Receptacles
•	 10 kVA 600/480V 120/240V Transformer
•	 2 x 30A 240V GFI Breakers
•	 2 x 30A 240V Twist Lock Receptacles
•	 NEMA 3 Spec Enclosure 
•	 Lifting Handles
•	 Built to Electrical Code Specifications

Dimensions and Weight
•	 H = 19” (483 mm) 
•	 W = 24” (610 mm)
•	 L = 22” (559 mm) 
•	 Weight: 350 lb (159 kg)

Options
•	 Input Voltage-Selector Switch
•	 Mounting Provisions Available
•	 Cart

Applications
•	 Shipyards
•	 Rental Yards
•	 Construction Sites
•	 Commercial Buildings   
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